8" x 24" DIA. PRECAST
REINFORCED CONCRETE GRADE
RINGS (SET IN MORTAR BED
AND BRING TO GRADE

RINGS 127 MAXIMUM,
FURNISH AND INSTALL

INTERNAL CHIMNEY

CONCENTRIC MANHOLE CONE.
(SEE. CONE TRANSITION DETAIL
FOR LARGER THAN 48" DIA.)

USE O-RING RUBBER GASKETS AND

PRE—FORMED JOINT SEALING COMPOUND —/ |3

TO FILL EXTERIOR JOINT SPACES

PRECAST MANHOLE RISER SHALL BE _/":':

IN ACCORDANCE WITH A.S.T.M. C—-478

BASE RISER WITH "BUTT END"
SET IN RAM—NEK (OR APPROVED
EFQUAL) FLEXIBLE GASKET MATERIAL

STUBOUT TO BE FITTED W/ STOPPER OR CAP.
STUBOUTS SHALL BE A MIN. OF 5’ LONG

(TYP.) W/ CONCRETE CRADLE UNDER ENTIRE
LENGTH.

) \ﬂf“‘“ﬂ-
SEAL ¥

CAST IRON MANHOLE FRAME AND COVER

MONOLITHIC CONCRETE PAVEMENT AROUND MANHOLE SAME THICKNESS

SUITABLE FOR HEAVY TRAFFIC (SEE DETAIL)

MORTAR COATING

MANHOLE CONE NOTE:

FOR MANHOLES WITH DIAMETER LARGER
LARGER THAN 487 1.D., A PRE—CAST
FLAT TOP MANHOLE COVER AS PER
AS.TM. C478 SHALL BE INSTALLED.

VARIES

NATIVE BACKFILL

[ 8" LOOSE LIFTS N
N MECHANICALLY COMPACTED
70 90% STD. PROCTOR.

.
. v
.
—

2 BOTTOM SECTION OF MANHOLE IN
6" RISER PIPE LENGTHS OF ONE (1),

T TWO (2) OR THREE (3) FEET TO
. / BE SET ON 1" OF HIGH STRENGTH,
NON—-SHRINK, LEVEL GROUT.

MIN. T

REMOVE RING, COVER &

DISTURBED AREA.

TOP OF PIPE

)

CONE, BACKFILL IN 8™
LOOSE LIFIS WITH TOP SOIL
(90% STD. PROCTOR).
PLACE SOLID SOD IN

AS STREET . BLOCKOUTS SHALL BE MINIMUM 12 THICK (SEE DETAIL THIS SHEET).

NCTCOG ITEM 702.2.4.2 CLASS 'B”
(2000 P.S.I) CONCRETE
1 727 ABOVE HIGHEST

BOTTOM FLANGE INSET L
3/4” IN CONCRETE W/
THREADED CONNECTION

S _FT TYP.

VENT BID
ITEM

| / FLANGE

WITH 125 PSI FLG., S.S. BOLTS
AND S.S. OR P.V.C. INSECT SCREEN

'&\6" DUCTILE IRON PIPE(COAL-TAR EPOXY PAINT)

PRESSURE TYPE MANHOLE
RING AND COVER
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MANHOL\

\ BID TEM \

2000 PSI,_— |

CONCRETE

— 3'_0”
STAINLESS STEEL

uva

CONE TOP MANHOLE

/— MANHOLE

ANCHOR STRAPS
12" CENTERS

4L
VENT

NO SCALE

6" DUCTILE IRON PIPE(COAL~TAR EPOXY PAINT)
- WITH 125 PSI FLG., S.S. BOLTS
AND S.S. OR P.V.C. INSECT SCREEN
Al

NCTCOG ITEM 702.2.4.2 (a) CLASS F
CONCRETE BASE
COUPLING WITH O-RING RUBBER AN 4 MANHOLE ABAN DONMENT 4 FT. TYP OR AS————$ ¥
GASKET WITH P.V.C. PIPE (KOR-N—-SEAL) '/ RS OUTSIDE PAVEMENT AREA SPECIFIED S g&%S&RDE ggSERMAN”OLE
OR APPROVED EQUAL. L —| o
NI P S NE |- MANHOLE
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PRECAST CONCRETE MANHOLE | STANLESS STeL L L1
ADHESIVE ANCHOR -
NOTE: /—0\~ BOLTS FLAT TOP_MANHOLE VENT
ALL JOINTS IN PRECAST MANHOLE SHALL - NO SCALE
AQUAGARD SHRINK SEAL. ’
CAST IRON MANHOLE FRAME AND COVER
o SUITABLE FOR HEAVY TRAFFIC (SEE DETAIL)
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l | N S CITY OF WYLIE, TEXAS
[ | FOR SEAL BETWEEN FRAME & COVER WITH
4 /(A 1/4” DIA. NEOPRENE O-RING GASKET.
1 ) LOCATION OF O-RING GASKET IS LEFT TO
MANUFACTUI?ER, BUT SUBJECT TO APPROVAL STANDARD CONSTRUCTION DETAILS
MANHOLE RING AND COVER OO

WITH LOCKING DEVICE & PICK SLOTS

BASS AND HAYES FOUNDRY, INC.
TRAFFIC BEARING MANHOLE: 400-24

NON TRAFFIC

BEARING MANHOLES: 300-24

PRESSURE TYPE MANHOLE FRAME AND COVER
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